S | G N ET® Signet Fiberglass doors are available in
Cherry, Mahogany, Oak, Fir and Knotty
Alder Series. Structurally, the Signet door

FIBERGLASS is far superior to traditional fiberglass

doors with robust hardwood stiles and
rails dovetailed at each corner. All Signet
Fiberglass doors exhibit our exclusive
DuraFuse™ Finishing System featuring
P2 Fusion, allowing us to offer an industry-

best 10-year* finish warranty.

@ Most Signet Fiberglass

Entry Systems are
ENERGY STAR® Certified.

10-YEAR FINISH WARRANTY*
See pgs. 20-21 for paint and stain finishes

Entry System U-Factor: As low as .17 (Tested to NFRC
specifications for a 6 panel door with wood frame).
Note: All Signet doors are shipped finished.

*  Warranty time period may be limited in extreme
applications. See warranty for details

t Patents - USD617005, USD421062, USD621063,

Patented! USD625837, USDé25024
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Sidelite Styles

Signet Cherry Series

Signet Mahogany Series
Signet Oak Series

Signet Knotty Alder Series
Signet Fir Series

Only available in 42" x 96" size

L] @ E E U D 1) All Signet Fiberglass doors without glass

are Available as an Impact Shield Product.
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